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7 Stars SHL26-12 batteries are designed for UPS applications where high power is required for 
short discharge times. The AGM technology ensures low internal resistance and safe, leakage 
free operation.  
 

 

 

Constant power discharge table W/block @ 25°C 

V/block 5 min 10 min 15 min 30 min 1 h 2 h 3 h 4 h 5 h 10 h 20 h 

11,1V 923 673 515 320 171 115 70,3 58,3 50,4 28,6 15,1 
10,8V 968 697 533 341 178 120 73,1 59,3 52 29,5 15,3 
10,5V 1042 719 561 351 181 122 74,2 59,8 52,6 30 15,5 
10,2V 1090 749 578 356 183 122 74,7 60,3 52,8 30,2 15,6 
9,9V 1123 792 588 357 184 123 75,2 60,8 52,8 30,3 15,6 
9,6V 1167 815 608 359 184 123 75,8 61,2 53 30,3 15,8 

Due to continous product improvement, the design and specifications are subject to change without prior notice. 

 

SPECIFICATION 

Nominal voltage 12V 

Nominal capacity 26AhC20 

Design life 12 years @ 20°C 

Dimensions 

Length 166mm 

Height 125mm 

Width 175mm 

Weight 9,05kg 

Internal resistance 9mΩ 

Capacity @ 
25°C 

20h 26Ah 

10h 24,7Ah 

5h 22,1Ah 

1h 15,6Ah 

Operating 
temperature 

ranges 

Charge 0°C ÷ +40°C 

Discharge -15°C ÷ +50°C 

Storage -15°C ÷ +40°C 

Charging 
voltage @ 20°C 

Standby 13,5V ÷ 13,8V 

Cyclic 14,4V ÷ 15V 

Charge current <7,8A 

Maximum discharge current for 5 sec. 390A 

Connection terminal F21 

Container material ABS 


