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7 Stars SHL45-12 batteries are designed for UPS applications where high power is required for 
short discharge times. The AGM technology ensures low internal resistance and safe, leakage 
free operation.  
 

 

 

Constant power discharge table W/block @ 25°C 

V/block 5 min 10 min 15 min 30 min 1 h 2 h 3 h 4 h 5 h 10 h 20 h 

11,1V 1399 890 694 372 293 154 123 98,4 84 49,4 26 
10,8V 1683 1071 816 438 311 164 131 104 89,1 52,4 27,6 
10,5V 1884 1199 901 483 321 169 135 108 92,2 54,2 28,6 
10,2V 2014 1281 955 512 329 174 138 111 94,4 55,6 29,3 
9,9V 2085 1327 985 528 336 177 141 113 96,3 56,6 29,9 
9,6V 2122 1350 1001 537 338 178 142 114 97,1 57,1 30,1 

Due to continous product improvement, the design and specifications are subject to change without prior notice. 

 

SPECIFICATION 

Nominal voltage 12V 

Nominal capacity 45AhC20 

Design life 10 years @ 20°C 

Dimensions 

Length 166mm 

Height 171mm 

Width 198mm 

Weight 14,5kg 

Internal resistance 7mΩ 

Capacity @ 
25°C 

20h 45Ah 

10h 42,75Ah 

5h 38,25Ah 

1h 25Ah 

Operating 
temperature 

ranges 

Charge 0°C ÷ +40°C 

Discharge -15°C ÷ +50°C 

Storage -15°C ÷ +40°C 

Charging 
voltage @ 20°C 

Standby 13,5V ÷ 13,8V 

Cyclic 14,4V ÷ 15V 

Charge current <13,5A 

Maximum discharge current for 5 sec. 375A 

Connection terminal F8 

Container material ABS 


