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7 Stars SHL5-12 batteries are designed for UPS applications where high power is required for 
short discharge times. The AGM technology ensures low internal resistance and safe, leakage 
free operation.  
 

 

 

Constant power discharge table W/block @ 25°C 

V/block 5 min 10 min 15 min 30 min 1 h 2 h 3 h 4 h 5 h 10 h 20 h 

11,1V 218 154 118 66,9 35,7 18,8 15,2 12,1 10,4 6,05 3,18 
10,8V 237 166 127 10,3 37,6 20,3 16,3 12,9 11,2 6,53 3,43 
10,5V 249 175 131 72,7 38,8 21,2 17,1 13,6 11,7 6,89 3,62 
10,2V 261 181 135 75,1 40,2 21,9 17,8 14 11,9 7,02 3,69 
10V 266 184 137 75,9 40,9 22,3 18,1 14,2 12 7,08 3,72 
9,9V 273 188 139 76,8 41,5 22,8 18,4 14,4 12,1 7,14 3,75 
9,6V 182 194 142 77,5 42,4 23,5 18,9 14,7 12,3 7,23 3,80 

 

SPECIFICATION 

Nominal voltage 12V 

Nominal capacity 5AhC20 

Design life 10 years @ 20°C 

Dimensions 

Length 90mm 

Height 107mm 

Width 70mm 

Weight 1,9kg 

Internal resistance 19mΩ 

Capacity @ 
25°C 

20h 5Ah 

10h 4,75Ah 

5h 4,25Ah 

1h 3,3Ah 

Operating 
temperature 

ranges 

Charge 0°C ÷ 40°C 

Discharge -15°C ÷ 50°C 

Storage -15°C ÷ +40°C 

Charging 
voltage @ 20°C 

Standby 13,5V ÷ 13,8V 

Cyclic 14,4V ÷ 15V 

Charge current <1,5A 

Maximum discharge current for 5 sec. 75A 

Connection terminal Faston F2 

Container material ABS 


